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Section 1: INTRODUCTION

The continuing goal of this project nas been to investigate hazards that might arise

from the presence of aerosols in a high pressure environment. We have dealt solely

with the specific environment considered for saturation diving vehicles to depths of

1,000 ft. The first year this study included theoretical evaluations of the physical

properties of the atmosphere, variations in aerosol behavior due to the pressure anti

composition of the atmosphere, considerations of aerosol formation, pressure and
composition effects on v-rius air cleaning mechanisms, and a first order experiment

on electrostatic precipitation. Additionallv, during the first year a computer model

of pulmonary deposition was constructed to examine the effects of atmosphere pressure

and composition upon aerosol deposition in the lung. At the conclusion of this second

year, specific investigations have been completed on the effects ef increasing pressure

in the environment on the generation of particles from heated surfa-es. A much more

detailed model of the lung using the best available information has been constructed

and evaluated. These two items have been presented in a special technical report ( l )

and will not be reinterated here.

Our initial review of filtration mechanisms indicated a potential decay in collection

efficiency as pressure increases. Accordingly, we are in the process of evaluating

a potentially applicable filter media (provided by NRL). A complete set of theoretical

calculations have been detailed sand are oresented in this report as well as plans for

the experimental apparatus which is under construction. The actual evaluation of the

media and filtration process will be carried on during the forthcoming year.
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The literature review phase of the project has continued and our findings generally

reflect those of the preceding year in that no information bearing directly on this

project has been uncovered. The papers and publications reviewed are listed with-

out further comment in an appended bibliography.

Technical papers are under active preparation on the subject of pulmonary deposi-

tion and aerosol behavior within an enclosed vessel. These will be submitted for

publication pending their completion and appropriate contract approvals.

2
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Section 2: FILTRATION

(2)
Section 5.0 of the First Annual Report discussed six mechanisms possibly active

in the filtration of particulates by fibrous media and how the process would be effect-

ed by the increasing pressure and changing composition of the environment. The six

mechanisms as defined by Pich(3 ) are:

(1) diffusional deposition,

(2) direct interception,

(3) inertial deposition,

(4) electrostatic deposition,

(5) gravitationa! deposition, and

(6) deposition influenced by molecular (van der Waals') forces.

Pich's review of aerosol filtratior processes in the book edited by Davies is ex-

tremely comprehensive and i etailed. It permitted an examination of each of the

factors and an approximation of the effects of the high pressure environment. Be-

cause our review of the submarine literature ( 2 ) and experiments on aerosol forma-

tion from heated surfaces ( l ) indicated a rather fine structure to be expected in any

aerosol distribution existing in the environment, we have elected to base our actual

filtration studies on the diffusion mechanism only. The particle size of interest to

this study is less than 0.1lu and it is expected that only this mechanism will be active

(with the possible exception of electrostatics). According to the method and sugges-

tions of Pich(3 ) we have briefly examined the characteristic parameters (N) for im-

paction, direct interception and diffusion for further assurance that major mechanisms

other than diffusion would be negligible in this configuration. This consideration in-

volves establishing the media to be used, the characteristics of which are given in

Table 1. The characteristic parameter for direct interception (NR) is given as:

3
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d

R df

where:

d = particle diameterP

df = fibe: ",'meter

The parameter will have a minimum value of 1.5 x 2l for 0. 1i: particles with a

fiber diameter of 0.64 w. The largest possibte value is 0.32 for a particie diameter

of 0. 1P and a fiber ";ametpr of 0.31 . The paral eter as stated is uneffected by

pressure.

The impaction para reter i&s given as:

N vV (2)I g df

wheru:

v sedimentation velocity

V = gas stream velocity

g gravitational ionstant.

The smallest value of the impaction parameter will be 2.5 x 10 for 0.01,, particles

and 0.6ip fibers at 00 psia. Also at 500 psia, 0.1p particles and 0.31P fibers-3
yield a parameter value of 2.5 x 10 . Both of these val ues are substantially below

th,)s for direct interception and this mechanism is f no interest for the particle

size in question.

5
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The descriptive para:7eter for diffvsi-n is simply stated as the inverse of the Peclet

(Pe) number:

1 D
N (3)
D Pe V df

where:

D diffusion coefficient corrected for slip.

ND has a minimum value of i. 5 x 10 at 500 psi for a particle diameter of 0. lV

and a fiber diameter of 0.64' . At 10 psi where th, particles will have a maximum

mobility the parameter has a value of 19.2 for a 0.0p narticle and a 0.31 1 fiber.

Note that the largest diffusion parameter value dominates the largest direct inter-

ception value but the two smallest values for both diffusion and direct interception

are equal. Nevertheless, the direct intercepLion low value is for a 0.01 particle

and the effects of diffusion for that particle size will definitely be the predominating

ones. The basis for these conclusions are reinterated in Table 2.

There are at least nine equations(3 ) whi.ch describe diffusional deposition of particles

on a fiber. For purposes of this study, considering the flow regime and Knudsen

number involved, we have selected as being most applicable the equation indepen-

dently developed by both Fuchs and Pich (3 ) which may be stated as:

E= 2.86 0 e1/3

D y1/3 P 2/3 (1 + O 38 )
e

where:

IY --2 In -C-4 1 996 X(-1/2 In -C+ 1/2)

• 6
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- F where:

X = fiber Knudsen numberdf

= mean free path of the gas molecules

= volume fraction of fibers

C = a constant 0.5 or 0.75*

I
__ This equation is derived from considerations of the Kuwabara-Happel veiocitv field

I surrounding the fiber. The range of Knudsen numbers for a variety of fiber dia-

meters over the pressure regime involved is plotted in Figure 1. When the Knudsen
-3

number is small (10 to 0.25) then equ. no. (4) is utilized. When slip may be

neglected ( X -0) the expression for Y reduces to Y = - 1/2 In 6 - Cand the whole

V equation reduces to:

2.86 P -2/3

E D 13(5)
(- 1/2 InS - )/3

Equations (1) and (2) characterize only the diffusional eol)o..ion efficiency for a

V single fiber. They do, however, because they are derived from considerations of

the Kuwabara-Happel field, include the interference effect of other fibers.

i I; *NOTE: There is no physical basis for choice but rather, different authors(3 )

arriving at alrr"st the same equation. We have elected to use 0.75.

7i
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In order to determine the total filter efficiency the follow;iug equation is utilized (3 )

ET =I - e0  (6)

where:

CE ED I f

where:

cz = coefficient of adsorption through the filter

L = thickness of filter material

Equation nos. (4) and (6) haxe been written into a computer program and several runs

have been made using the media specified in Table 1. Both the surface-volume fiber

diameter (0.6411) and the count fiber diameter (0.3111) have been considered as it Is

not clear which of these numbers (or possibly the intervening descriptors) is truly

applicable to diffusional filtration mechanisms. The particle diameters considered

are 0.1p and 0.01p . These sizes essentially bracket those found in the experiment

on the generation of particles from heated surfaces. (1) The data from these initial

experiments is presented again in Figure 2. An additional set of computer calcula-

tions were made utilizing actual count median diameter (M ) sizes as represented
g

by the left line in Figure 2. The results of these calculations are summarized in

Table 3 and plotted in Figure 3. It should be noted that the claculations, as made,

are in some areas outside the limits of eqn. (4) in that some of the Knudsen numbers

are too large (Figure 1) and some of the Peclet numbers are greater than 1 which is

an upper limit for the application of Eqn. (4). Further theoretical calculations have

not been carried out to reduce the Knudsen number and Peclet number problem for

two reasons. First, it is highly probable that an additional calculation covering the

9
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Table 3. Filter Efficiency Calculations for the Diffusional Afeciianism in a
Helium-Oxygen Environment (P0, = 160 mm Hg). * (V =2.46 cm/sec).

Pressure Peclet E DE,
psia NumberDr

P' (Fig. 2) 11 0 i 7%

1>1.ISl5917 073 --499999.17
1W)qCI 15.-5 6.',' .57 09999,"495

df 0.64U IA." .- iSq F. -9f,0n6nnp(
14.7 .43731 4.94 *AqAM

d =actual .R*7497 '.3
P (Fig. 2) 3q* t457P P'.47

5003-3499 1.S51 .99999999
Ra , 9.4>75 079 0999PASS3

PROR 1-R667 .46 *9P7Md1319
-%q0A39- 1306 .36 - 95MI I47P

AMA a 3*4RS7 a3 T; 91pn'6953
SqA 7.70~91 OPR eP477A9l1q

f1.4.7 -71I3 13. R.131M01

P (Fig. 2) 30eq 1039 fl97 1lamnonnq

So .a '179 P-11 Io A~VMtIMMA
.s~c 419 5.7) I.#Aqr46j("I

*See Equation 1, Table 1, Figure 1.



Table 3 - continued

Pressure Peclet ED  E T
psia Number

14.7 .1471 9. P7 . rqOqO
. dp O.011A pr•; .193,4 .62•.4 #1 •P791 7.13 ,

4 • -c~r3653 6.-t7 I5A ri - 449Ft 5*4 1-0!• 000000l~

I A.r• .R651 q.74 ! • qmmo'4 r
-1qer . 16065 2.55 I • 0000000
39q •l O.P3citi P. C 7 .99999997

- P- '.1476 1.91 0999999;RI
• ( (1 3. tF6 1.65 9999R7P5

Sdf = 0.31, 1(.cS 5.,i171 1 a (6 1 0 .c0rM
!14.7 6.6P95 091 1 • 0000

-d 0.li p~I' R-445P pq -00000P 3ji.(0 1 I-34F2 .6 F( -00
ZV4 .613.7653 .61
5 . 5.7562 .56 .99999959

110 .f oOp. !4 • 46 .99996423
... r42 .(7. 333 .40 -999586F7
19.0 99. 444( •38 •99F6O651
4 (A q 31.6965 .37 .996F25425 r! . 11.,3PP7 . 36 -99411576

I

d f 0.64pa 1 1 Ia 579 0 7? 1.• 0000000s
I 4.1 I3. S .5 • 1 1 • - l cr;

d O0. 1 11.45 53 -q99997R
(- 3. 3. 4P " 4S •99979453

4.S Pg- 4188 •.39 -9q7S1159
50. 0 30.5P9 .36 •QRq6FS93

4Li.6~ 099 *9))97 1 OR
4:111.5 90i461374

- . 7 " .' ~ 6 ~ . P / ~ ' ~ P 6 1 4 2 4 P 6}.4r .(A ,( .' 919 " ' PP I 9?PP R

-) I .19 f, . 1901 .01
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areas in question will not yield figures matching tO'e balance of the calculations and

secondly, there is a wide number of equations to pick from in the high Knudsen

number range but only one in the low Peclet number range. Therefore, it was felt

that further calculation would only confuse the presentation an;] since the difficulty

lies in the lower pressure ranges considered, the theoreticai results would be of

little interest or usefulness to the project.

It is planned that in the conduct of an actual experiment Eqn. No. (4) will be utilized

to determine a theoretical curve with the insertion of one item of real data from the

experiments, namely, the observed upstream particle size. In this way we can

determine whether the observed efficiency is solely by the diffusional mechanism or

is being effected by additional factors.

Section 2.1 Experimental Apparatus

The experimental apparatus for any filtration experiment generally consists of a

source of aerosol,an upstream sampling apparatus, the filter holder, and a down-

stream aampling apparatus. In view of our desire to sample at pressures up to 500

psia, several additional factors have to be considered. The gas mixture to be used

for all experiments is helium and oxygen in te proportions considered throughout

all our previous work, namely 160 mm mercury llg partial pressure oxygen and the

balance to the total pressure helium. These mixtures were very easy to achieve in

closed static vessels as previously reported, (1,2) but our initial engineering consid-

erations for a flow system indicated that dynamic mixing apparatus would be quite

expensive to construct relative to the costs of the balance of the work. Therefore,

we have elected to use premixed and analyzed tanks of gas. Four pressures have

been selected at which the work will be carried out. These are: 50, 100, :300, and

14
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500 psia. The equipment has been designed in detail for this experiment and is

schematically shown in Figure 4. Flow control will be achieved by initially setting

the high pressure tank regulator to the desird pressure level. The gas will be

allowed to flow through the entire le:igth of the system and exit through a needle

valve which will permit the reduction of I.ressure back to ambient conditions. The

quantity of flow will be monitored by a rotameter calibrated for the gas being used.

Pressure in the system w ill be monitored with an accurate test gauge upstream of

the filter face. The various corrections for density and flow conditions are shown

in Table 4. The dimensions and flow rates for this system were arrived at by

assuming that the filter media would be cperated at its most commonly used velocity

when employed for personnal protection and containment operations, i.e. .1.85 fpm

(2.46 cm/sec). It was desired to v-ork with a filter diameter of 1 in. or greater and

yet be conservative in the quantity of gas consumed. The final inside diameter of

the system waz fixed at 1. 125 inches and the desired velocity of 2.46 cm/sec is

achieved for the flow rate of I lpm (at pressure) (Table 4).

The aerosol generator will consist of a series of up to eight half millimeter nichrome

wires inserted in the apparatus shou a in Figure 5. An additional pair of output leads

will be installed in the end cap for the insertion of a thermocouple welded directly

to one of the wires for constant temperature monitoring. (1) A half inch thick glass

window is provided on the side of the aerosol generator section so that the condition

of the wires may be observed.

The up- and downstream sampling points are identical in construction (Figure 6).

The sampling method wvill be via point to plane electrostatic precipitation directly

on a carbon-coated electron microscope grid. (4) Four radial holes have been bored

15
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Table 4. Selected Operating Conditions for High Pressure Filtration Experiment*

Pressure Density ('t Density F Flow (pi FlIow (ta

psia 'itrn. Pressure g/1 14.7 psia g/1 Pressure - 1pm 14.7 psia- 1pm

50 3.4 0.809 0.237 1.0 :3 .4

100 6.8 1.374 0.200 1.0.

300 20.4 3.633 0.177 1.0 20.4

500 34.0 6.091 0.17 1.0 34.

*V 2.46 em/see (4.85 fpm)

He + 160 mm Hg P0 Total Pressure

17
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Figure 5. Sectional View of Hot-Wire Aerosol Generator.
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Figure 6. Sectional View of Up- and Downstream Sampling Apparatus.

I 19



Report No. 1894 Bolt Beranek and Newman Inc.

in the faces of a brass block. Two of these holes contain phenolic plugs mounting

the precipitator elements. The electron microscope grid is contained in a beryllium-

copper, spring loaded cassette which presents a thin edge profile to the airsream

creating a minimum disturbance. The opposite electrode is a fine piece of platium

wire. The remaining two rac1 hoes in the block contain clear plastic plugs which

serve s windows to permit observation of the condition of the corona discharge.

The block has been line-bored so that all four plugs present no disturbance to the air-

stream through this section.

The filter holder section consists of two flanges ',ith provision for a backer screen

and over-lapping gasket (Figure 7). The over-lapping gasket technique is one which

has proved highly successful in the past under a wide variety of conditions. (5) The

backer screen will consist of an electro-deposited 60 mesh nickel media.

A, the present time the apparatus described above has been completed and leak tested

on helium to 600 psia. The remaining details of the experimental protocol will be

stipulated prior to the inception of testing.

20
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F APPENDIX I: ANNOTATED BIBLIOGRAPHY

BOYLAN, L.: Soviet-Bloc Submersible Development. MTS Journal, Vol. 3,
No. 2, pp. 21-44 (March 1969).

This is the irst of three articles discussing the history, state of the art, and

future development of Soviet-bloc submersible research. This article relates
the 45-year history of deep subme-sible development starting with the founding
of the Soviet salvage organization, EPRON, and the construction of tne

Danilenko diving chamber. Included in this paper are physical descriptions
and the missions of all the Soviet-bloc submersibles built since 1923. There
are photographs and/or sketches of each device. The author comments that
the past history of Soviet-bloc submersible development is not very impressive
but he adds that the forthcoming articles which include discussions of the
habitat and sealab programs improxes the Eastern European involvement.

COX, T.L.: Safety in the Cachalot Saturation Diving System Operations. J.
Hydronautics, Vol. 2, No. 4, Dp. 187-191 (Oct. 1968).

The Cachalot Saturation Diving system has proved itself much safer than
normal deep sea diving; however, the saturateo diver must be kept under

pressure. A sudoen return to one atmosphere of pressure would be fatal.
This paper treats, (1) the ,'andling of the saturated diver living it' a pres-
surized chamber at the surface, (2) transferring from there to the underwater
work site, and (3) working in the hostile underwater environment. Six divers

at a time live in a 26-ft-long, 7-ft-diam chamber. Methods for control of
oxygen and inert gas partial pressures, heat, humidity, and contaminants are

discussed. Two divers leave the main chamber and enter a diving bell which
takes them underwater to the work site. This bell must be handled so as not
to endanger the lives of the divers. We must, however, achieve maLximum
underwater work hours. Problems of handling the bell in rough weather and

protecting the vital supply, communication, and monitoring lines are dis-
cussed. Divers exit from the bell through a hatch in the bottom, but remain
connected to it by 100-ft umbilical lines. In case of any emergency', the bell

provides a nearby haven for safety. (author's abstract)

1-1
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HAMREN, F.E., Jr.: Makai Range Habitat Readied. UST, p. 46, (Feb.

1969).

The Habitat H is described as the first transportable undersea habitat capable
of supporting four men for 20 days at depths down to 580 feet. It is being

built by Pittsburgh-Des Moines Steel Co. for undersea research by Makal

Range Inc. It can be fully outfitted, pressurized and depressurizod at dock-

side and towed to its offshore site. There is a full description of the facilities
aboard Habitat II which include a 30 inch emergency hatch on each of the two

cylindrical sections which, together with a central entry sphere, comprise the

system. A sketch shows the locations of the facilities available.

KINNE, 0. and S. Ruff: Manned Underwater Laboratory in the North Sea.
NASA Rpt. No. TT-F-11,785, National Aeronautics and Space Ad-

ministration, Washington, D.C. (June 1969).

The design of the projected underwater laboratory (UWL) at Helgoland is

briefly described. Provisions for the maintenance and medical surveillance

of the laboratory personnel are indicated. The future research program,
which consists of a medical, a psychological and a marine biolog research

program, is ouilined. (authors' abstract)

KOTTLFR, C.: Underwater Systems within the Scientific, Technological, and

Economic Framework. J. Hydronautics, Vol. 3, No. 1, pp. 2-11,
(Jan 1969).

This paper presents the economic and technological framework within which
advanced underwater systems will fit. Many companies and governmental

agencies are continuing research into a large number of areas directly or
indirectly connected with oceanographic activities. Environmental analysis
i yiclding better long range predictions as well as 6ome control. Mathe-

matical models with computer assistance provide methods for mission and

system analysis. In addition, new subsystems (e.g., nuclear power, scuba,
dynanc positioning, etc.), and new or improved materials are cxtending

vehicle system capabilities by orders of magnitude, thereby permitting
missions only dreamed of bcfore.

1-2
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Much needed oceanographic and weather data for analysis of the dynamics of
oceanographie processes is possible using a system of instrumented buoys.
Military and commercial operations wouid find en-ironmentai analysis
extremely valuable.

QUINN, A.: Project Tektite 1 - Four-man Underwater Laboratory. UST,
pp. 48-49, (Feb. 1969).

This article discusses the coming operation Tektite I sponsored by the Navy,
NASA, Department of the Interior and General Electric. It will take place at
a depth of 50 ft. at Great Lameshur Bay, Virgin Islands National Park, St.
John Island. Four men wili condct extensive marine science studies on The
ocean floor and evaluate man's psychological and physiological reatctions to a
long term mission, (60 days), under saturated diving conditions.

SENGEYEV, S.: Sadko, Guest of Leningrad. Moscow, Szvestiva, Russia,
15 Nov. 1967.

This article is a narrative account by the author of the dive of the Russian
"submarine house" Sadko-2 to a depth of 25 meters in the Black Sea with two
men aboard for 10 days. There is a brief description of the living accommo-
dations aboard. The experiments performed by the men re described as
oroad' but there is only reference to investigation ol le layer of discon-

tinuity and an underwater current study.
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APPENDIX 11: SYMBOLS

This list of symbols pertains to the project as a whole and not simply to this re-

port. Therefore, symbols may be listed herein which are not used in this specific

report.

A = a numerical factor having a value of approximately unity

A = first Cunningham correction coefficient - 1.257o

B = second Cunningham correction coefficient = 0.400, mobility of the
aerosol narticle

C = third Cunningham correction coefficient 1. 10, in filtration, a

numerical factor of 0.5 to 11.75

CD = drag coefficient

D = diffusion coefficient

D. -=orobability of deposition lue to diffusion

F = collecting field strength, efficiency of intact filter, voltage

ED - diffusional filtration efficiency

FG gravitational filtration efficiency

EI = inertial filtration efficiency

E. = filtration efficiency due to all mechanisms ( - ERIGM Qq)J

E molecular filtration efficiency
'M

E 0 charging field strength0

EQq electrtstatic filtration efficiency (Also: E , only fiber is charged;
FQo, only aerosol is charged.)
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ER = direct interception filtration efficiency

Eft. = E. and includes consideration of the interference effectJ j

F = drag on particle

I = current, probability of inertial deposition

Id = collision intergral

K = agglomeration coefficient

K 1,2,3 = thermal conductivity

M = collection efficiency, molecular weight

ND = gravational filtration parameter

N, = inertial filtration parameter

N ' molecular filtration parameter

N = ion concentration
0

NQq = electrostatic filtration parameter

NR = direct interception filtration parameter

P = pressure in atmospheres

P = critical pressurec

P = Peclet number
e

P. = impaction parameter_- 1

P PC psuedo critical pressure= pc

R radius, gas constant
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R1 = radius of discharge electrode

R2 = radius of collecting electrode

R = Reynolds numbere

S= ratio of particulate sphere of influence to particle radius, saturation,
probability of deposition due to sedimentation

Stk. Stokes number

T = absolute temperature

T = critical temperaturec

T = droplet temperature

T = ousedo critical temperatureDe

U = velocity of particle (re: mobility, B)
o

V = gas velocity

NP = applied potential

VL = molecular volume

Y = mole fraction

Z = electric mobility of ions

Z2 = electric mobility of 0 2 ions

S23 = electric mobility of lie ions

Z = reduced electric mobility of ions
r

c = R.M.S. velocity
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F d particle diameter (in filtration as d)p

d = fiber diameter

V e - electronic charge

f = fraction

g = gravitational acceleration

h height

i= current ner unit length of electrode

k Boltzmann s constant., an integer 1,2,3, .. , etc.

w. = ion mass, droplet mass

n = number concentration of particles, number of electronic charges, e

n o = initial number concentration of particles

n - saturation charge

p = a factor (re: electrification), droplet vapor pressure

pt liquid vapor pressure

q = charge acquired in time, t

r radial distance from electrode centerline

r 12 coilision diameter

s = fraction of molecules reflected diffusely

t = time

u = drift velocity of particles
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v sedimentation velocity

a = evaporation (condensation) coefficient

= f(s) (re: slip correction), volume fraction of fibers

y = 0.499 as extracted from the current expression for X, surface
tens] on

A = vapor shell thickness

= 1 for specular reflections of the molecule from a particle but

generally 6 = (I + , s/8) (re: slip correction), saturation

= dielectric constant

dielectric constant of a vacuum. 3.854-. x 106 amp-see/volt-cm0

l = viscosity of the fluid medium

= integer

mean free path of gas molecules

VI= micron

v = (RT/2 7T M)

O = particulate density

= liquid density
L

p= gas density

T = relaxation time, mean passage time of particles-2i X
X d -, the Knudsen number

' angle of inclination of a tube with the horizontal
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